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Basins

Flow
Crisp, clean contemporary 
design. 

FW4841WH
400mm 1 Tap hole

FW4811WH
500mm 1 Tap hole

Sola
Deeper side walls for 
superior strength, Ultra 
hygienic. Enclosed fixings. 

SA4111WH
400mm 1 Tap hole

SA4112WH
400mm 2 Tap hole

SA4211WH
500mm 1 Tap hole

SA4212WH
500mm 2 Tap hole

Sola Spectrum
Ultra hygienic. For use with
Aquarius wall mounted
sensor spout.
Back outlet.

SA4280WH
500mm No tap hole

Entice
Fresh and contemporary. 
Soft symmetrical design. 

EN4211WH
575mm – 1 Tap hole

EN4212WH
575mm – 2 Tap hole

Galerie
Modern and affordable style.
Clean smooth lines. 

GN4821WH
450mm 1 Tap hole

GN4822WH
450mm 2 Tap hole

GN4221WH
550mm 1 Tap hole

GN4222WH
550mm 2 Tap hole

Refresh
Smart and stylish. Smooth
surfaces with deep rims.

RE4841WH
450mm 1 Tap hole

RE4842WH
450mm 2 Tap hole

RE4121WH
500mm 1 Tap hole

RE4122WH
500mm 2 Tap hole

Automatic urinal
Control system sensor

D107/2/U/1STN/LP

Urinals

Spectrum
Widely specified. Concealed
inlet and back outlet makes
spectrum ideal for 
environments prone to 
vandalism.

VC7004WH
Projection 330mm

      

350

50
0

Camden
Shallow bowl design. 
Concealed inlet and exposed
outlet. Easy maintenance.

VC7003WH
Projection 330mm

Chrome Plated Push Button
For 6 litre cisterns

CF1020CP

WC flushing options

Chrome Plated Lever
For 6 Litre and 4 Litre cisterns

No Touch WC Sensor
For 6L cistern

D103/OF

Pneumatic Dual Flush Valve
For 6 Litre and 4.5 Litre cisterns

S4399AA

Chrome Plated Extended Lever
For 6 litre cisterns

CF3109CP

For use with our RPM ducting, see page 32.
4.5L cistern as standard. Exposed waste in plastic. 
Choose either timed mechanical flush option or no-touch sensor.

For use with our RPM ducting, see page 32.

Wall hung

working in partnership withworking in partnership with

Clifton
Compact design. Concealed
inlet and exposed outlet. 
Deep bowl. Ideal for 
budget applications. 
Easy maintenance.

VC7002WH
Projection 330mm
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working in partnership withworking in partnership with

Pillar taps

Brassware

Lever Action

SF2401CP
Pair

Press Action

SF2101CP
Single

SF2102CP
Pair

Mixer taps

Siron Top Lever 
Monobloc

SN5126CP

Sola Non Concussive Tap

SF2104CP

Aquations Premier

AQ5128CP

No Touch Classic

D010

Siron Top Lever optimise
Monobloc

SN5129CP

Siron Side Lever 
Monobloc

SN5526CP

Aquarius A45
Basin Mounted

D670/M/45

Aquarius Wall
Sensor Spout 200mm

D615/S/200

Counter top
For use with our counter top vanity range, see page 48

Semi recessed
For use with our semi recessed vanity range, see page 49.

43
0

500

Galerie
Modern and affordable style. 
Clean smooth lines. 

GN4521WH
500mm 1 Tap hole

GN4522WH
500mm 2 Tap hole

44
0

600

   

Flow
Crisp, clean 
contemporary design. 

FW4621WH
600mm 1 Tap hole

   

550

44
0

Refresh
Smart and stylish. Smooth
surfaces and deep rim.

RE4661WH
550mm 1 Tap hole

RE4662WH
550mm 2 Tap hole

Entice
Fresh and contemporary. 
Soft symmetrical design. 

WB1751WH
585mm 1 Tap hole

WB1752WH
585mm 2 Tap hole

Refresh
Smart and stylish. Smooth
surfaces and deep rim.

RE4561WH
550mm 1 Tap hole

RE4562WH
550mm 2 Tap hole

Solid surface vanity units
available with integral solid
surface basin in white.   

585

45
0

45
0

550

   

500

42
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Galerie
Modern and affordable style.
Clean smooth lines. 

GN4621WH
500mm 1 Tap hole

GN4622WH
500mm 2 Tap hole

   

38
0

450

Sola Optimise
Ideal for schools. Short 
projection. Deeper side 
walls for superior strength.

SA4621WH
450mm 1 Tap hole

SA4622WH
450mm 2 Tap hole

   

550

45
5

Entice
Fresh and contemporary. 
Soft symmetrical designs. 

EN4621WH
550mm 1 Tap hole

EN4622WH
550mm 2 Tap hole
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Panel only – Technical overview

Our panel only option allows you to use our ducting and
access panels with your own on-site timber framing,
sanitaryware and brassware.

Supplied by others

1

2

3

1 Flashgaps

Supplied oversize for on-site
adjustment 

2 Panels

Suitable for use with your 
chosen sanitaryware and
brassware.

3 Fittings

Push fit or lift off.

◊

◊

◊

Ezeeduct – Technical overview

Choose Ezeeduct and you gain all the features and 
benefits of RPM combined with your own sanitaryware
and brassware choice. For cost effectiveness you can
even reuse existing sanitaryware with Ezeeduct.

1 Framing

Factory assembled rigid 
extruded aluminium frame.
Integral rail for cisterns 
and sanitaryware.

2 Flashgaps

Supplied oversize for on-site
adjustment.

3 Panels

Factory fitted access panels
suitable for use with your own
sanitaryware and brassware.

4 Fittings

Push fit, lift off or hinged panel
fittings.

5 Tiebacks

Threaded rods, adjustable in
two planes, lock frame to the
building structure.

6 Skirting

Aluminium skirting, pre-finished
in Silver or Charcoal Grey 
powder coat.

◊

◊

◊

◊

◊

◊

◊

◊

◊

◊

◊

◊

Performance
MFC
HPL
SGL

Service
Modular
Bespoke

Colour
Full colour range

Performance
MFC
HPL
SGL

Service
Modular
Bespoke

Colour
Full colour range

  

1

2

3

4

5

6

BB back pdf vsn:Layout 1  17/11/2009  14:39  Page 42



bushboard
4

5

bushboard
4

4

©Bushboard Washroom Systems Ltd, 2009©Bushboard Washroom Systems Ltd, 2009

Varies
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Ceiling Height Unit     
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 WALL HUNG WC    

Cubicle Height Unit
      

2045
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Shelf Height Unit

625

1270

495

25

20

700

BTW WC      

  
      

 

 

 

 

Our modular panel sizes work with every type of duct 
and sanitaryware option including WCs urinals and wash
hand basins. 

With modular you have flexibility with both height and width. 
By simply cutting top and intermediate flashgaps to size 
on-site you can adjust the overall height and width of your 
installation. All cut panel edges are concealed behind 
access panels.

Shown here are adult height sanitaryware options. 
Children’s height options are available as part of our 
bespoke service option.

The heights of the panel sections up to 2000mm are fixed.

Varying ceiling heights can be achieved by selecting the appropriate
top panel section as the chart below and adjusting the top flashgaps
from a minimum of 25mm to maximum of 200mm.

Ceiling height Top panel section height

2280mm to 2480mm 150mm
2475mm to 2675mm 345mm
2625mm to 2825mm 495mm
2755mm to 2955mm 625mm
2905mm to 3105mm 775mm
3100mm to 3300mm 970mm

Modular panel sizes

BB back pdf vsn:Layout 1  17/11/2009  14:39  Page 44
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        Supporting framework supplied by others

◊ We supply
◊ Vanity top
◊ Sanitaryware
◊ Brassware
◊ One piece vanity under frame
◊ Under panels

◊ We supply
◊ Vanity top
◊ One piece vanity under frame
◊ Under panels

◊ You supply
◊ Sanitaryware
◊ Brassware

◊ We supply
◊ Vanity top
◊ Flashgaps
◊ Under panels

◊ You supply
◊ Timber frame construction
◊ Sanitaryware
◊ Brassware

RPM™ Ezeevanity™ Panel only

Ready Plumbed Modules
combine a dedicated
range of sanitaryware
and brassware with the
simplicity of our vanity top,
under frame and panels.

Ezeevanity delivers all
the benefits of RPM but
for use with your own or
existing sanitaryware.

Panel only offers you the
flexibility of installing your
own timber framework 
on-site.

Choose your
vanity system

Our Counter top and
Semi recessed vanity
units are smart,
stylish and add the
finishing touch to 
any washroom. 

You can have your
vanity unit delivered in
three ways including
pre-plumbed with our
RPM system.

3 ◊

Solid Surface vanity in Basalt with integral solid surface basins Note: Bushboard recommend the use of an appropriate secondary skirting to all vanity units.
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555mm

100mm

105mm

105mm

490mm

75mm 75mm

45mm

300mm

350mm

350mm

105mm

Upstand

With or without upstand

Vanity Ends

With our without finished ends

Dimensions

Bed depth 350mm
Downstand 300mm
Optional upstand 75mm
Bed heights Adult 800mm

Junior 750mm
Infant 675mm
Nursery 600mm

Maximum bespoke lengths
available in 1 section:

HPL 3000mm
SGL 2500mm
SS 3000mm

Solid
Surface

◊

◊

◊

Semi recessed vanities

1 Semi recessed vanity

2 Semi recessed dimensions

3 HPL Upstand detail

Create space in confined areas with our slim and 
stylish semi recessed vanity units. Available in four
height options from nursery to adult.

3

1

2

Counter top vanities

Upstand

With or without upstand

Vanity Ends

With or without finished ends

Dimensions

Bed depth 555mm
Downstand 100mm
Optional upstand 75mm
Bed heights Adult 800mm

Junior 750mm
Infant 675mm
Nursery 600mm

Maximum bespoke lengths
available in 1 section:

HPL 3000mm
SGL 2500mm
SS 3000mm

Solid
Surface

◊

◊

◊

◊

◊

◊

◊

◊

◊

Performance
Vanity top:
HPL
SGL
Solid Surface

Vanity underpanel:
MFC
HPL
SGL

Service
Modular
Bespoke

Colour
Full colour range 
for HPL and SGL
10 Solid Surface 
options

Performance
Vanity top:
HPL
SGL
Solid Surface

Vanity underpanel:
MFC
HPL
SGL

Service
Modular
Bespoke

Colour
Full colour range 
for HPL and SGL
10 Solid Surface 
options

1 Counter top vanity

2 Counter top dimensions

3 SGL Upstand detail with 
aluminium extrusions

Smart, hardwearing and practical, create depth
with a counter top vanity. Available in four height 
options from nursery to adult.

3

1

2
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600mm

155mm

275mm

450mm

105mm

45mm

800mm
Bed

Height

75mm

45mm

300mm

350mm

350mm

105mm

1500mm

1 Bowl

2 Bowl

3 Bowl

2250mm

750mm

1500mm

1 Bowl

2 Bowl

3 Bowl

2250mm

750mm

1500mm

1500mm

375mm

800mm
Lip

105mm

375mm

555mm

100mm

105mm

105mm

490mm

100mm

275mm

100mm

275mm

1500mm

375mm

800mm
Lip

105mm

375mm

◊

◊

◊
◊

Baby change unit and light pelmet options

Modular sizes – counter top vanities

Modular sizes – semi recessed vanities

Our three performance options are specifically
designed to help make your vanity unit fit 
for purpose.

Panel performance options explained

High Pressure Laminate bonded on to 680kg/m3 density moisture resistant
chipboard, suitable for dry environments with more intense use.

Finished nominal panel thickness 18mm. Vanity tops supplied with 
postformed horizontal front edge and upstand (where specified)
Vanity access panels supplied square edged with matching 
1mm pvc lipping or postformed vertical edges

High Pressure Laminate (HPL) Medium use – dry

Solid Surface is manufactured from an advanced composition of minerals
and acrylic polymer that delivers a seamless finish to vanity tops and is 
exceptionally hard wearing. 

Counter top Solid Surface vanity units are also available with an integral
solid surface basin for a seamless finish. 

Solid Surface Heavy use – wet or dry

1 Rear upstand extrusion

2 Front downstand extrusion

Front elevation Side elevation

Front elevation Side elevation

Front elevation baby change Side elevation baby change

Modular sizes

Modular sizes

SGL

HPL

High density Solid Grade Laminate, 1400kg/m3, 
impervious to water, suitable for the most 
demanding environments where strength 
and/or water resistance are needed.

Finished nominal panel thickness 13mm
Polished radiused black edges

To provide additional strength and style all our solid grade vanity unit profiles 
are linked using aluminium extrusions in Silver or Charcoal Grey powder coat.

Solid Grade Laminate (SGL) Heavy use – wet or dry

2

1
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A stylish and economical cubicle featuring durable
dark grey fixtures and fittings.  

A choice of square edge or postformed pilasters 
is available as well as a children’s height door 
and the option of enlarged and ambulant cubicles. 

Fastrack cubicle

Pilasters

Square edge with matching
1mm PVC lipping

Postformed radius edge in HPL

Fittings

Dark Grey

Privacy

150mm floor clearance

Heights

Overall 1950mm

◊

◊

◊

◊

◊

◊

◊

Performance
MFC

Service
Fastrack

Colour
6 colour options
for all panels

1 Fastrack cubicles

2 Headrail

3 Leg

4 Hinge

5 Wall channel and H section

2 43 5

1

Fastrack™

A complete off-the-shelf 
washroom in 48 hours*

◊

Fastrack Washroom in Blue and Cream.

Fastrack is one of the
most comprehensive 
fast-delivery washroom
ranges available.

Including cubicle, ducting
and vanity unit, Fastrack
is a stylish, durable and
economical washroom
for dry areas, delivered
box packed for easy
handling.

Panels are cut to size
on-site and edges
concealed in continuous
channels.

◊ 6 colour options 
for all panels

◊ Children’s door option

◊ Enlarged and 
ambulant cubicle 
options

bushboard
5

2

©Bushboard Washroom Systems Ltd, 2009©Bushboard Washroom Systems Ltd, 2009
* Please note delivery is working days only
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Fastrack duct panels can incorporate most standard sanitaryware
items.

◊ All components delivered to standard dimensions, boxed and clearly 
labelled

◊ Duct widths and heights can be varied by adjusting width of flashgaps

◊ Installer to provide appropriate timber frame to support duct panels
(typically 50mm x 50mm softwood frame)

◊ Packs inclusive of detailed installation instructions 

P3 Plain Panel

◊ 1 plain panel 2250 x 700mm

◊ 1 x 1mm PVC re-edging strip 
2500mm

◊ 10 plastic clips and screws

P4 Plain Panel

◊ 1 plain panel 2250 x 300mm

◊ 1 x 1mm PVC re-edging 
strip 2500mm

◊ 10 plastic clips + screws

Standard Height

F1 Flashgap Pack

◊ 2 flashgaps – unedged 
2600 x 200mm

◊ 1 flashgap – edged 2600 
x 201mm

◊ 16 shrinkage plates + screws

Shelf Height

P4 Plain Panel

◊ 1 2250 x 300mm full panel

Plain Panel/Return End

◊ 1 2250 x 300mm full panel

Panels and flashgaps

Square edge with matching
1mm PVC lipping

Fittings

Lift off clips

◊

◊

◊

◊

◊

Performance
MFC

Service
Fastrack

Colour
6 colour options
for all panels

C1 Door Pack with Square
Edge Pilaster
Outward opening/inward 
opening Wheelchair, Ambulant
and Enlarged

◊ 1 door 1800 x 900mm

◊ 1 pilaster 1800 x 220mm

◊ 1 pilaster drilled for hinge 
1800 x 115mm

◊ 1 pilaster no hinge 1800 x 
115mm

◊ 1 pilaster for enlarged 
cubicle drilled for hinge 
1800 x 400mm

◊ 3 UPVC door cap/wall 
channels 1800mm

◊ 1 Aluminium headrail – 
Dark Grey 1800mm

C1P Door Pack with 
Postformed Pilaster
Contents as C1 Pack but 
pilasters are Postformed.

Fastrack cubicles Fastrack duct panels

◊ All components delivered to standard dimensions, 
boxed and clearly labelled

◊ Partitions and doors can be cut to size on site and edges 
concealed in channels 

◊ Channels accommodate out of line walls

◊ Packs inclusive of detailed installation instructions

C1FB Fittings Pack
◊ 1 ABS indicator bolt

◊ 1 outward keep

◊ 3 hinges Dark Grey

◊ 1 toilet roll holder

◊ 1 coat hook

◊ 2 aluminium pedestals

◊ Screws, plugs + channel 
through fixings

GR1 Ambulant/Enlarged
Grab Rail Pack
◊ 3 grab rails - White powder 

coated 600mm

◊ 2 door opening bars 300mm 
– Dark Grey powder coated

◊ 1 fixing pack complete

C4 Floor to Ceiling Post
Required when ordering
free standing cubicles.

◊ 1 floor to ceiling post 3750mm

◊ 2 flanges

◊ 1 UPVC door cap/wall 
channel 1800mm

◊ Screws, plugs + channel 
through bolt fixings

C1C Children’s Door Pack
with Square Edge Pilaster
◊ 1 door 1800 x 900mm

◊ 1 pilaster 1800 x 220mm

◊ 1 pilaster drilled for hinge 
1800 x 115mm

◊ 1 pilaster no hinge 1800 x 
115mm

◊ 1 pilaster for enlarged 
cubicle drilled for hinge 
1800 x 400mm

◊ 3 UPVC door cap/wall 
channels 1800mm

◊ 1 aluminium headrail – 
Dark Grey 1800mm

C1CP Children’s Door Pack
with Postformed Pilaster
Contents as C1C Pack but 
pilasters are Postformed.

All sanitaryware to be supplied by others

C1C

C2 Partition Pack
◊ 2 partitions “halves” 

900 x 1800mm

◊ 1 UPVC H section 1750mm

◊ 1 UPVC door cap/wall 
channel 1800mm

C3 Inline Pack with 
Square Edge Pilaster
◊ 1 large pilaster 1800mm 

x 900mm

◊ 1 pilaster drilled for hinge 
1800 x 550mm 

◊ 1 aluminium headrail – 
Dark Grey 1800mm

C3P Inline Pack with 
Postformed Pilaster
As C3 Pack but pilasters are
Postformed.

C2

C1

P3

F1

P2

1 Square edged pilaster section
in MFC

2 Postformed pilaster section
in HPL

P1

P4

P1 Washbasin/WC Panel Pack

◊ 1 bottom panel 405 x 700mm

◊ 1 middle panel 670 x 700mm

◊ 1 top panel 1125 x 700mm

◊ 1 x 1mm PVC re-edging strip 
2500mm

◊ 16 plastic clips + screws

P2 Urinal Panel Pack

◊ 1 bottom panel 225 x 700mm

◊ 1 middle panel 850 x 700mm

◊ 1 top panel 1125 x 700mm

◊ 1 x 1mm PVC re-edging strip 
2500mm

◊ 16 plastic clips + screws

150mm floor

clearance

1950mm 

overall height

variable

750mm-1060mm

1800mm

full height

door

Duct depth to suit application

36mm panels / facing

36mm panels / facing

Top panel

25mm flashgap

25mm flashgap

Bottom panel

Mid panel

100mm skirting

2
4
5
0
m

m
 f
lo

o
r 

to
 c

e
ili
n
g
 h

e
ig

h
t

50mm flashgap at head

50mm flashgap at head

25mm flashgap

Bottom panel

Mid panel

100mm skirting

18mm nominal shelf panel

1
2
7
0
m

m
 o

ve
ra

ll

Duct depth to suit application

995mm 

18

2
220
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Between walls
No. cubicles 1 2 3 4 5 6 7 8

Door pack 1 2 3 4 5 6 7 8

Fittings pack 1 2 3 4 5 6 7 8

Partition pack 0 1 2 3 4 5 6 7

Floor/ceiling post pack 0 0 0 0 0 0 0 0

Max. width (mm) 1060 2120 3180 4240 5300 6360 7420 8480

Freestanding
No. cubicles 1 2 3 4 5 6 7 8

Door pack 1 2 3 4 5 6 7 8

Fittings pack 1 2 3 4 5 6 7 8

Partition pack 2 3 4 5 6 7 8 9

Floor/ceiling post pack 1 1 1 2 2 2 2 2

Max. width (mm) 1060 2120 3180 4240 5300 6360 7420 8480

Against walls
No. cubicles 1 2 3 4 5 6 7 8

Door pack 1 2 3 4 5 6 7 8

Fittings pack 1 2 3 4 5 6 7 8

Partition pack 1 2 3 4 5 6 7 8

Floor/ceiling post pack 0 0 0 0 0 0 0 0

Max. width (mm) 1060 2120 3180 4240 5300 6360 7420 8480

Inline cubicles
Between walls Against walls

1 1

Door pack 1 1

Fittings pack 1 1

Partition pack 0 1

Inline pack 1 1

Max. length (mm) 2000 2000

Min. cubicle width 750mm

Options
◊ Children’s door instead of standard door pack

◊ Door packs and in-line packs available with 
square edge pilaster or postformed pilaster

◊ Ambulant/enlarged grab rails and door 
opening bars are available separately.

1500mm long top Up to 2 basins Pack V1

V1

A step by step guide to selecting your 
Fastrack Washroom packs.
Call our friendly sales team who will help
to process your order on 01933 303160.

◊1 Cubicle selection

Fastrack vanities

Fastrack colours

Blue
LRV 19.2

Green
LRV 41.0

Cream
LRV 75.7

Upstand

Integral upstand

Dimensions

Length 1500mm
Bed Depth 555mm
Downstand 100mm

◊

◊

All Sanitaryware to be supplied and fitted by others.

◊

◊

◊

Performance
Vanity top: 
HPL
Vanity underpanel: 
MFC

Service
Fastrack

Colour
6 colour options 
for all panels

◊ All components delivered to standard dimensions, boxed and clearly labelled

◊ For longer lengths units can be butt jointed/cut to length on site

◊ Packs inclusive of detailed installation instructions

V1 Vanity Unit
◊ 1500 x 555mm top with 75mm 

postformed upstand and 100mm 
downstand, returns and support 
brackets

◊ 2 loose underframe return ends 
750 x 455mm

◊ 1 1380 x 645mm under panel

◊ Clips and screws

◊ 3 unedged flashgaps 1300 
x 200mm

◊ 1 x 1mm PVC re-edging strip 
1000mm

◊ Fixing brackets and screws

Cubicle fittings

Light Grey
LRV 43.4

Dark Grey 
LRV 12.3

Warm Oak
LRV 34.5

Faceplate
Dark Grey

Our colours are graded with a light 
reflectance value (LRV) to help ensure your
washroom complies with current legislation.*

* contact your local access control officer

Internal Grab rail

Nylon Toilet roll holder Nylon Coat hook

Exterior door handle

◊2 Ducting selection
◊ Identify the layout of the cubicles you require 

from these four options and refer to the table 
next to it.

◊ Identify the number of cubicles you require 
along the top row of the grid.

◊ Read down the column to determine the pack 
and quantity you require.

◊ For each range of panels determine how 
many you want of each type.

◊ Check they will fit in the space available.

Please note: Always leave a vertical gap 25mm wide between a
panel and a wall. Leave a 25mm wide vertical gap between each
panel. For WC panels, leave 50mm for fixing a cubicle partition.
Plain panel packs P3 and P4 can be cut down and re-edged on 
site to cater for ranges that do not accommodate 700mm modules.

For more information on junction details visit
our website www.bushboard-washrooms.co.uk

Please note for each panel you will need one flash gap pack.

◊3 Vanity selection
◊ Determine how many vanity basins you 

require in each top

◊ Check that the vanity top will fit into the 
available space

◊ The vanity pack includes under panel, 
return end, flashgap and a fixing kit.

◊ Supporting timber framework to be 
supplied by site

1500mm

555mm

100mm

455mm

75mm

105mm skirting

8
5
0
m

m

See accessories page for more details.
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Protec® lockers

Featuring a satin anodised aluminium carcass providing a robust 
structure, each individual locker has an easy to clean injection
moulded interior tray and anti-finger trap safety hinge to doors. 
With Protec it’s simple. Choose your locker model, choose your locking
system and select your door colour.

You can choose any combination of the six locker models to suit your 
installation. Lockers are delivered pre-assembled and ready to install 
in 4 weeks. For the electronic locking system a 5 week leadtime is 
required. For wet areas we suggest an additional base is provided.

1 Panels

SGL for total water resistance
and exceptional durability

2 Carcass

Satin anodised aluminium 
provides robust structure 

3 Doors

Anti finger trap hinges to 
all doors

4 Tray

Easy to clean injection moulded
interior trays

5 Coat Hook

Integral coat hook to maximise
internal space

6 Locks

Choice of lock options

Width

Locker size in 2 widths –
308mm and 408mm

*Z locker available in 
408mm only

Height and depth

Overall locker height is 1800mm

Overall locker depth is 505mm

◊

◊

◊

◊

◊

◊

◊

◊

Lockers 
&Benching

Protec lockers are a
flexible and secure
locker system with 
a strong aluminium
carcass and SGL
doors making the
whole system totally
water resistant. Add 
a choice of benches
selected to provide 
you with the most
popular styles and 
you have the complete
changing room offer.

◊

Locker combination

Model 5 355 x 280mm

Model 2 855 x 280mm

Model Z 1310 x 380mm

opening sizes

Model 1 1740 x 280mm (380 when 408 wide)

Model 4 410 x 280mm

Model 3 560 x 280mm

1

2

5

3

4

6

Locking mechanisms
We offer a range of lock options 
to suit most environments. Visit
www.bushboard-washrooms.co.uk
for further information. Camlock

Simple and 
easy to use 
with red or blue
wristbands. 

* Padlock and key to be supplied by others

Service
All lockers are delivered pre-
assembled and ready to install 
in 4 weeks. Lockers requiring 
the electronic locking system
require a 5 week leadtime.

Padlock 
and hasp
An ideal solution
for schools*. 

Coin return
A popular
choice.

bushboard
5

8
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* For cubicle benches only
** Available in 3 or 4 slat options

Bench profiles

Our benches have been selected to
provide the most popular styles for 
all types of installations.

Ash wood slats complemented by a dark grey
powder coated galvanised steel framework are
supplied flat packed in 4 weeks. Slats are available
in a range of lengths (1000mm*, 1300mm, 1800mm 
and 2500mm) and can be cut to size and finished 
on-site for maximum flexibility.

Cantilever Perimeter**Free Standing

Locker Bench

1460

438

505

405

76515

780

480

1911

430

400

315

400340

435
315

475
310

400

330

245

50

275

630

510

340 400

1700

660

71

125

72

Island with bench hooks

  

  

   

  
  

  

    

  

  

   

  
  

  

    

Perimeter bench with legs **Cubicle bench

  

  

   

  
  

  

    

Wall mounted coat hook

Stainless Steel
High quality. No touch, 
fully automatic.

0302219
280mmH x 270mmW x 188mmD

White Metal
High strength die cast 
aluminium in tough white 
stove enamel finish. 
No touch, fully automatic. 

0302205
270mmH x 335mmW x 195mmD

White Metal Jumbo* 
Tough stove enamel finish.
Durable. Key/locking mecha-
nism incorporated. 

0302202
325mmH x 310mmW x 145mmD

Standard & Lockable 
engineering nylon

0300146 Standard dark grey
0300303 Standard light grey
0300147 Lockable dark grey
0300403 Lockable light grey

From essential grab rails 
to useful coat hooks our 
accessories are practical, 
stylish and durable. 

Accessories

Toilet roll holders

Warm air dryers Paper towel dispenser

Stainless Steel Jumbo*
High quality durable unit.
Brushed stainless steel finish. 
Key/locking mechanism 
incorporated.

0302203
325mmH x 310mmW x 145mmD

Stainless Steel
Wall mounted. Finished in
brushed stainless steel. 
Visual display window. 

0302220
365mmH x 250mmW x 110mmD

*The recommended paper for replacement is Tork 225mm jumbo toilet roll.
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Stainless Steel
Finished in satin stainless steel 

0500003
Length 600mm (centre to 
centre) 95mmD. 
Cover plate diameter 84mm

Fixing Kit
0500021

Ambulant cubicles require 3x grab rails + 1x fixing kit
Enlarged cubicles require 2x grab rails + 1x fixing kit

Powder Coated Aluminium
Cover Plate Diameter 84mm

S6730AC White
S6730LI Blue
Length 600mm (centre to centre) 95mmD

S6765AC White
S6765LI Blue
Length 450mm (centre to centre) 95mm D

0500021 Fixing Kit for up to 3 grab rails

Grab rails

Stainless steel. For use with
outward opening doors in areas
prone to vandalism. Provides
extra strength. Suitable for use
with HPL and MFC pilasters. 

1 pack per cubicle.

0380092

Cubicle through fixing pack

Aluminium
Durable, stylish design. Integral
rubber door buffer. Concealed
fixings. Powder coated finish. 

0380061 Light Silver
0380062 Dark Grey
20mmW x 30mm Projection

Nylon
Light weight. Concealed fixings

0300139 Light Grey
0300137 Dark Grey
50mmH x 20mmW x 38mmD

Coat hooks

Soap dispensers

Stainless Steel 
High quality finished in brushed
stainless steel. Features push
action. Incorporates key lock
with snap shut closing for easy
filling. Refillable 1 litre reservoir. 

0302218
260mmH x 100mmW x 95mmD

Chrome Mounted
Stylish dispenser. Chrome finish.
Available as top mount or under
mount. 500ml refillable reservoir. 

0302215 Top mount
0302214 Under mount
50mmH x 174mmW x 88mmD
projection

White Metal
Durable mild steel. Finished in
white powder coat. Features
push action. 1 litre capacity.

0302226
260mmH x 100mmW x 95mmD

White Plastic
Features top quality ABS 
parts for durability. Automatic
locking cover. Display window.
1 litre capacity

0302249
250mmH x 115mmW x 115mmD

Bolt Through 
Metal powder coated finish. Bolt through.
Meets DDA requirements. Length 400mm
(cover to cover). 

Overall projection 60mm. 
Cover plate diameter 50mm.

0182213 Silver
0182212 Charcoal Grey

Back to Back 
Metal powder coated finish. Back to back fixation.
Meets DDA requirements. Length 400mm (cover
to cover). Overall projection 60mm. 
Cover plate diameter 50mm.

0182211 Silver
0182210 Charcoal Grey

Door handle

Service and support

Whether you are choosing product, specifying 
performance, installing the washroom or are 
responsible for all of these, we are here to help. 

Making specification easy
Initial planning: we can help you specify the most
suitable product for your project and give advice on
room layout and relevant building regulations.

Specification Managers: our UK wide team can
prepare RIBA NBS specifications tailored to your
project.

CAD and NBS Downloads: our full 
range of CAD blocks and NBS specifications 
are available to download on line.

RIBA CPD Presentations: we are 
happy to present our RIBA approved 
CPD presentations at your premises.

Quotations: our straightforward approach to
quotations means you can clearly identify the cost of
individual specification options helping you to make
informed choices when preparing your budget.

Our website
Visit our website for a great range of on-line tools.
Start by experimenting with colour combinations
using our washroom designer featured in the design
tools area. Once you have chosen your scheme you can
order samples with our fast laminate delivery service.

For client presentations our professionally finished
presentation boards can be tailored to your specific
requirements.

www.bushboard-washrooms.co.uk

Making installation easy
CAD drawings: provided with all our products,
these are project specific with our bespoke service
and generic if you choose modular.

Fixing instructions: all our products are designed
to be fast and simple to install and are delivered 
with clear, easy to understand fixing instructions.

Support: our customer support department provide
a prompt after sales service including replacement
parts and additional products. 

Our environmental policy
We understand the social and economic importance
of protecting the environment and are fully 
committed to complying with the requirements of 
the Environmental Protection Act 1990. 

◊ We regularly assess the environmental impact 
resulting from our business operations and 
remain fully informed of recognised best practices.

◊ Wherever possible we source materials from 
sustainable certified non controversial sources.

◊ We reduce, re-use, recycle and dispose of waste 
to achieve good environmental standards in all 
activities.

◊ We maintain environmental management systems 
that record, monitor and review environmental 
aspects of our operations.  
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For more information visit www.bushboard-washrooms.co.uk or call us on 01933 303160.

* Not available on full height door option.

Range at a glance

This at a glance guide is a quick overview 
of our cubicle range and available options.

AeroParaline Sentinel Continuum Quadro Profiles HiZone

 Service options

Fastrack
Modular
Bespoke

Performance options

MFC
HPL
SGL

Panel colours

Limited range
Full range
Door laminate prints

Fitting colours

Silver/Charcoal Grey
Dark Grey
All colours

Privacy options

Standard
Down to floor
Full height

Door options

Full height
Low height
Anti finger trap hinges

Pilaster options

Laminate panel with leg
Aluminium with leg
Postformed
Laminate to floor
Aluminium to floor
Shaped at top

Kids StuffTiny Stuff Tough Stuff Fastrack

*

 Service options

Fastrack
Modular
Bespoke

Performance options

MFC
HPL
SGL

Panel colours

Limited range
Full range
Door laminate prints

Fitting colours

Silver/Charcoal Grey
Dark Grey
All colours

Privacy options

Standard
Down to floor
Full height

Door options

Full height
Low height
Anti finger trap hinges

Pilaster options

Laminate panel with leg
Aluminium with leg
Postformed
Laminate to floor
Aluminium to floor
Shaped at top



Bushboard Washroom Systems Ltd
31-33 Rixon Road
Wellingborough
NN8 4BA
T 01933 303160
F 01933 303188

washrooms@bushboard-washrooms.co.uk
www.bushboard-washrooms.co.uk 

Colours in this brochure are as accurate as the printing process allows.
Bushboard Washroom Systems Ltd reserves the right to alter or change specification without notice.
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